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THE KEY

UL RANGE

UC RANGE

UCG RANGE

UHR RANGE

UXL RANGE

UFT RANGE

UZS RANGE

AWAITING
IMAGE

10 Years
20HR (6.8A,1.75V) 10HR (12.8A,1.75V) 5HR (23.4A,1.75V) 1HR (82A,1.75V)

40oC 25oC 0oC -15oC
102%

Cycle Use
14.4-15V (-30mV/C), max. Current: 31.3A

Float Use
13.6-13.8V (-20mV/C)

100% 85% 65%

136AH 128AH 110AH 82AH
Length Width Height Total Height

420mm(16.54inch) 175mm(6.89inch) 237mm(9.33inch) 237mm(9.33inch)

445 305 222 133 83.8 34.7 24.2 13.5 6.96
400 278 216 130 83.7 34.5 24.0 13.3 6.93
380 268 208 127 83.4 34.5 24.0 13.2 6.93
338 248 197 124 82.6 34.3 23.8 12.9 6.90
305 230 188 121 81.5 34.2 23.6 12.7 6.66
231 189 163 111 80.6 34.0 23.4 12.5 6.26

733 505 394 251 165 66.5 46.4 26.9 13.9
695 499 390 246 160 66.5 46.4 26.5 13.9
649 486 384 240 155 66.5 46.4 26.3 13.9
605 455 361 234 154 65.5 45.8 25.9 13.8
542 423 339 227 151 64.6 45.1 25.4 13.3
434 3551 296 208 150 64.4 44.5 25.0 12.5

UFT 125 - 12 S

39.5Kg (87.08 lbs)
Fully Charged at 25oC 0.004Ohm

3% of capacity declined per month at 25oC 

UFT 125 - 12 S

FRONT TERMINAL

12V 125AH
UFT 125 - 12 S

FRONT TERMINAL

12V 125AH

Terminal Type

Dimensions

Specifications

Constant Current Discharge Ratings - amperes at 25
o
C

Relationship of OCV and state of charge

Charge Characteristic

Self Discharge Characteristics

Discharge Characteristic 25
o
C

Constant Power Discharge Ratings - watts at 25
o
C

Construction


