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THE KEY

UL RANGE

UC RANGE

UCG RANGE

UHR RANGE

UXL RANGE

UFT RANGE

UZS RANGE

AWAITING
IMAGE

12 Years
20HR (6.35A,1.75V) 10HR (12.5A,1.75V) 5HR (22A,1.75V) 1HR (81A,1.75V)

40oC 25oC 0oC -15oC
102%

Cycle Use
14.4-15V (-30mV/C), max. Current: 31.3A

Float Use
13.6-13.8V (-20mV/C)

100% 85% 65%

127AH 125AH 110AH 81AH
Length Width Height Total Height

558mm(21.96inch) 125mm(4.92inch) 270mm(10.63inch) 270mm(10.63inch)

434 298 217 130 82.5 33.9 23.7 13.3 6.69
391 272 211 126 82.4 33.7 23.5 13.1 6.67
371 262 203 124 82.1 33.7 23.5 13.0 6.67
330 242 192 122 81.3 33.5 23.3 12.7 6.64
298 224 184 118 80.3 33.4 23.1 12.5 6.40
226 185 159 108 79.4 33.2 22.9 12.3 6.02

721 498 388 248 161 65.0 45.3 26.4 13.1
684 491 384 243 156 65.0 45.3 26.0 13.1
639 479 378 236 152 65.0 45.3 45.8 13.1
595 448 355 230 150 64.0 44.8 25.4 13.0
534 416 334 224 148 63.1 44.0 24.9 12.6
428 345 291 205 146 62.9 43.4 24.5 11.8

UFT 125 - 12

49.0Kg (108.00 lbs)
Fully Charged at 25oC 0.0038 Ohm

3% of capacity declined per month at 25oC 

UFT 125 - 12

FRONT TERMINAL

12V 125AH
UFT 125 - 12

FRONT TERMINAL

12V 125AH

Terminal Type

Dimensions

Specifications

Constant Current Discharge Ratings - amperes at 25
o
C

Relationship of OCV and state of charge

Charge Characteristic

Self Discharge Characteristics

Discharge Characteristic 25
o
C

Constant Power Discharge Ratings - watts at 25
o
C

Construction


