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THE KEY

UL RANGE

UC RANGE

UCG RANGE

UHR RANGE

UXL RANGE

UFT RANGE

UZS RANGE

AWAITING
IMAGE

12 Years
20HR (7.6A,1.75V) 10HR (15A,1.75V) 5HR (27A,1.75V) 1HR (97A,1.75V)

40oC 25oC 0oC -15oC
102%

Cycle Use
14.4-15V (-30mV/C), max. Current: 37.5A

Float Use
13.6-13.8V (-20mV/C)

100% 85% 65%

152AH 150AH 135AH 97AH
Length Width Height Total Height

558mm(21.96inch) 125mm(4.92inch) 310mm(12.20inch) 310mm(12.20inch)

525 360 263 158 99.0 41.0 28.6 15.9 7.91
473 329 255 153 98.9 40.8 28.4 15.7 7.88
449 317 246 150 98.6 40.8 28.4 15.5 7.88
399 293 233 147 97.5 40.5 28.2 15.3 7.84
360 272 222 143 96.3 40.4 27.9 15.0 7.56
273 224 192 131 95.3 40.2 27.7 14.7 7.37

866 597 465 297 195 78.6 54.8 31.8 15.8
821 590 461 291 189 78.6 54.8 31.3 15.8
767 575 453 284 184 78.6 54.8 31.1 15.8
714 537 426 276 182 77.4 54.2 30.6 15.7
641 500 401 269 179 76.4 53.3 30.0 15.1
513 414 350 246 177 76.1 52.5 29.5 14.9

UFT 150 - 12 S

57Kg (125.4 lbs)
Fully Charged at 25oC 0.0037 Ohm

3% of capacity declined per month at 25oC 

Storage time:months
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UFT 150 - 12 S

FRONT TERMINAL

12V 150AH
UFT 150 - 12 S

FRONT TERMINAL

12V 150AH

Terminal Type

Dimensions

Specifications

Constant Current Discharge Ratings - amperes at 25
o
C

Relationship of OCV and state of charge

Charge Characteristic

Self Discharge Characteristics

Discharge Characteristic 25
o
C

Constant Power Discharge Ratings - watts at 25
o
C

Construction


