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THE KEY

UL RANGE

UC RANGE

UCG RANGE

UHR RANGE

UXL RANGE

UFT RANGE

UZS RANGE

AWAITING
IMAGE

12 Years
20HR (7.8A,1.75V) 10HR (15.5A,1.75V) 5HR (28A,1.75V) 1HR (97A,1.75V)

40oC 25oC 0oC -15oC
102%

Cycle Use
14.4-15V (-30mV/C), max. Current: 37.5A

Float Use
13.6-13.8V (-20mV/C)

100% 85% 65%

156AH 155AH 140AH 97AH
Length Width Height Total Height

558mm(21.96inch) 124mm(4.88inch) 283mm(11.14inch) 283mm(11.14inch)

543 372 271 163 100 41.5 29.0 16.4 8.17
488 339 264 158 100 41.3 28.8 16.2 8.14
463 327 254 155 100 41.3 28.8 16.1 8.14
412 302 240 152 98.8 41.0 28.5 15.8 8.10
372 281 229 147 97.6 40.9 28.3 15.5 7.82
282 231 198 135 96.5 40.7 28.1 15.2 7.35

894 617 481 307 199 80.2 55.8 32.9 16.3
848 609 476 301 192 80.2 55.8 32.4 16.3
792 594 468 293 187 80.2 55.8 32.1 16.3
738 555 440 285 186 78.9 55.2 31.6 16.2
662 516 414 277 182 77.9 54.3 31.0 15.6
530 428 361 254 181 77.6 53.6 30.5 14.7

UFT 155 - 12 

54Kg (118.8 lbs)
Fully Charged at 25oC 0.00387Ohm

3% of capacity declined per month at 25oC 
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AMBIENT TEMPERATURE:
o20 TO 25 C
o68 TO 77 F 

UFT 155 - 12  

FRONT TERMINAL

12V 155AH
UFT 155 - 12 

FRONT TERMINAL

12V 155AH

Terminal Type

Dimensions

Specifications

Constant Current Discharge Ratings - amperes at 25
o
C

Relationship of OCV and state of charge

Charge Characteristic

Self Discharge Characteristics

Discharge Characteristic 25
o
C

Constant Power Discharge Ratings - watts at 25
o
C

Construction


