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THE KEY

UL RANGE

UC RANGE

UCG RANGE

UHR RANGE

UXL RANGE

UFT RANGE

UZS RANGE

AWAITING
IMAGE

12 Years
20HR (9A,1.75V) 10HR (17A,1.75V) 5HR (43A,1.75V) 1HR (102A,1.75V)

40oC 25oC 0oC -15oC
102%

Cycle Use
14.4-15V (-30mV/C), max. Current: 42.5A

Float Use
13.6-13.8V (-20mV/C)

100% 85% 65%

180AH 170AH 129AH 102AH
Length Width Height Total Height

558mm(21.96inch) 124mm(4.88inch) 283mm(11.14inch) 283mm(11.14inch)

595 408 298 179 106 43.7 30.5 18.0 8.96
536 372 289 173 105 43.5 30.3 17.8 8.93
508 359 279 170 105 43.5 30.3 17.6 8.93
452 332 264 167 104 43.2 30.0 17.3 8.89
408 308 252 162 103 43.0 29.8 17.0 8.57
309 253 218 149 102 42.9 329.5 16.7 8.06

981 677 527 337 211 84.9 59.1 36.1 17.9
930 668 522 330 204 84.9 59.1 35.5 17.9
869 651 513 321 198 84.9 59.1 35.2 17.9
809 609 483 313 197 83.6 58.5 34.6 17.8
726 566 454 304 193 82.5 57.5 34.0 17.1
581 469 396 279 191 82.1 56.7 33.4 16.1

UFT  170 - 12

60Kg (132 lbs)
Fully Charged at 25oC 0.003 Ohm

3% of capacity declined per month at 25oC 

UFT 170 - 12

FRONT TERMINAL

12V 170AH
UFT 170 - 12

FRONT TERMINAL

12V 170AH

Terminal Type

Dimensions

Specifications

Constant Current Discharge Ratings - amperes at 25
o
C

Relationship of OCV and state of charge

Charge Characteristic

Self Discharge Characteristics

Discharge Characteristic 25
o
C

Constant Power Discharge Ratings - watts at 25
o
C

Construction


