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Constant Current Discharge Ratings - amperes at 25°C
F.V / Time 5 MIN 10 MIN 15 MIN 30 MIN 1HR 3 HR 5 HR 10 HR 20 HR
1.60 V 65.0 40.4 30.5 18.6 9.38 412 2.52 1.37 0.74
1.67V 61.0 38.4 29.3 17.8 9.26 3.96 2.46 1.36 0.71
1.70 V 55.9 37.0 28.7 16.2 8.98 3.70 2.41 1.35 0.70
1.75V 54.8 35.8 27.7 15.4 8.55 3.57 2.36 1.35 0.69
1.80V 49.0 34.2 25.2 14.2 8.01 3.43 22.2 1.32 0.67
1.85V 43.3 32.6 22.6 13.1 7.46 3.31 2.08 1.30 0.65
Constant Power Discharge Ratings - watts at 25°C
F.V / Time 5 MIN 10 MIN 15 MIN 30 MIN 1 HR 3 HR 5 HR 10 HR 20 HR
1.60 V 114 73.0 55.7 33.5 16.9 7.30 4.25 2.82 1.48
167V 110 71.2 55.0 32.8 16.8 7.08 4.24 2.80 1.43
1.70V 104 70.5 54.5 30.7 16.5 6.76 4.18 2.78 1.41
1.75V 104 70.3 54 .1 29.8 16.2 6.60 4.14 2.75 1.37
1.80 V 95.4 69.2 50.1 28.4 15.3 6.41 4.02 2.71 1.34
185V 86.5 65.7 455 26.6 14.4 6.21 3.89 2.68 1.28
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