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THE KEY

UL RANGE

UC RANGE

UCG RANGE

UHR RANGE

UXL RANGE

UFT RANGE

UZS RANGE
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8 Years
20HR (7.8A,1.75V) 10HR (15A,1.75V) 5HR (27A,1.75V) 1HR (95A,1.75V)

40oC 25oC 0oC -15oC
102%

Cycle Use
7.2-7.4V (-15mV/C), max. Current: 37.5A

Float Use
3.8-6.9V (-10mV/C)

100% 85% 65%

156AH 150AH 135AH 95AH
Length Width Height Total Height

260mm(10.24inch) 180mm(7.09inch) 245mm(9.65inch) 205mm(9.84inch)

600 374 282 172 108 47.4 29.0 15.8 8.53
563 354 271 164 107 45.6 28.4 15.6 8.23
516 342 265 149 103 42.6 27.8 15.6 8.10
506 331 256 142 98.5 41.1 27.2 15.5 7.89
453 316 233 131 92.2 39.5 25.5 15.2 7.68
400 301 209 121 85.9 38.1 23.9 15.0 7.46

1053 674 514 309 195 84.1 49.0 32.4 17.0
1016 657 508 303 194 81.5 48.8 32.2 16.4
957 651 504 284 190 77.8 48.1 32.0 16.2
963 694 499 275 187 76.0 47.7 31.6 15.8
881 639 463 263 176 73.8 46.2 31.2 15.4
799 607 420 246 166 71.5 44.8 30.8 14.8

UHR 150 - 6

24.0Kg (52.9 lbs)
Fully Charged at 25oC 0.0035 Ohm

3% of capacity declined per month at 25oC 

Storage time: months
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UHR 150 - 6

HIGH RATED

6V 150AH
UHR 150 - 6

HIGH RATED

6V 150AH

Terminal Type

Dimensions

Specifications

Constant Current Discharge Ratings - amperes at 25
o
C

Relationship of OCV and state of charge

Charge Characteristic

Self Discharge Characteristics

Discharge Characteristic 25
o
C

Constant Power Discharge Ratings - watts at 25
o
C

Construction


