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UL RANGE

UC RANGE

UCG RANGE

UHR RANGE

UXL RANGE

UFT RANGE

UZS RANGE
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8 Years
20HR (9.02A,1.75V) 10HR (18A,1.75V) 5HR (32.4A,1.75V) 1HR (114A,1.75V)

40oC 25oC 0oC -15oC
102%

Cycle Use
7.2-7.4V (-15mV/C), max. Current: 45A

Float Use
6.8-6.9V (-10mV/C)

100% 85% 65%

180AH 180AH 162AH 114AH
Length Width Height Total Height

307mm(12.09inch) 170mm(6.69inch) 223mm(8.78inch) 228mm(8.98inch)

688 428 323 197 129 56.8 34.7 18.9 10.2
646 406 311 188 128 54.6 34.0 18.7 9.85
592 391 303 171 124 51.0 33.2 18.6 9.70
580 379 293 163 118 49.3 32.5 18.6 9.45
519 362 267 151 110 47.3 30.6 18.2 9.19
458 345 240 139 103 45.6 28.6 18.0 8.94

1207 773 589 355 233 101 58.6 38.8 20.4
1164 753 582 347 232 97.6 58.4 38.6 19.7
1096 746 577 325 228 93.2 57.6 38.3 19.4
1103 743 572 315 224 91.0 57.1 37.9 18.9
1009 732 531 301 211 88.3 55.4 37.4 18.4
916 695 481 282 198 85.7 53.6 36.9 17.7

UHR 180 - 6

28.0Kg (61.7 lbs)
Fully Charged at 25oC 0.0033Ohm

3% of capacity declined per month at 25oC 

Storage time: months
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UHR 180 - 6

HIGH RATED

6V 180AH
UHR 180 - 6

HIGH RATED

6V 180AH

Terminal Type

Dimensions

Specifications

Constant Current Discharge Ratings - amperes at 25
o
C

Relationship of OCV and state of charge

Charge Characteristic

Self Discharge Characteristics

Discharge Characteristic 25
o
C

Constant Power Discharge Ratings - watts at 25
o
C

Construction


