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THE KEY

UL RANGE

UC RANGE

UCG RANGE

UHR RANGE

UXL RANGE

UFT RANGE

UZS RANGE
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175mm(6.89inch)

8 Years
20HR (10.02A,1.75V) 10HR (20A,1.75V) 5HR (36A,1.75V) 1HR (127A,1.75V)

40oC 25oC 0oC -15oC
102%

Cycle Use
7.2-7.4V (-15mV/C), max. Current: 50A

Float Use
6.8-6.9V (-10mV/C)

100% 85% 65%

204AH 200AH 180AH 127AH
Length Width Height Total Height

320mm(12.60inch) 175mm(6.89inch) 225mm(8.86inch) 230mm(9.06inch)

728 453 342 208 144 63.0 38.5 21.0 11.3
683 430 329 199 142 60.6 37.7 20.8 10.9
626 414 321 181 137 56.6 36.9 20.7 10.8
614 401 311 172 131 54.7 36.1 20.6 10.5
549 383 282 159 123 52.5 33.9 20.2 10.2
485 365 254 147 114 50.6 31.8 19.9 9.92

1277 818 624 375 259 112 65 43.1 22.6
1232 797 616 368 257 108 65 42.8 21.8
1160 789 611 344 253 103 64 42.6 21.5
1168 787 606 334 248 101 63 42.0 21.0
1068 775 562 318 234 98 61.4 41.5 20.5
969 735 509 298 220 95 59.5 40.9 19.7

UHR 200 - 6

31.0Kg (68.3 lbs)
Fully Charged at 25oC 0.004 Ohm

3% of capacity declined per month at 25oC 

Storage time: months
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UHR 200 - 6

HIGH RATED
6V 200AH

UHR 200 - 6

HIGH RATED
6V 200AH

Terminal Type

Dimensions

Specifications

Constant Current Discharge Ratings - amperes at 25oC

Relationship of OCV and state of charge

Charge Characteristic

Self Discharge Characteristics

Discharge Characteristic 25oC

Constant Power Discharge Ratings - watts at 25oC

Construction


