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THE KEY

UL RANGE

UC RANGE

UCG RANGE

UHR RANGE

UXL RANGE

UFT RANGE

UZS RANGE
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8 Years
20HR (3.8A,1.75V) 10HR (7.5A,1.75V) 5HR (13A,1.75V) 1HR (47A,1.75V)

40oC 25oC 0oC -15oC
102%

Cycle Use
14.4-14.8V (-30V/C), max. Current: 18.7A

Float Use
13.6-13.8V (-20mV/C)

100% 85% 65%

76AH 75AH 65AH 47AH
Length Width Height Total Height

258mm(11.7inch) 168mm(6.62inch) 208mm(8.20inch) 212mm(8.35inch)

319 199 150 91.3 54.0 23.7 14.5 7.89 4.26
299 188 144 87.4 53.3 22.8 14.2 7.82 4.12
274 182 141 79.4 51.7 21.3 13.9 7.78 4.05
269 176 136 75.4 49.2 20.6 13.6 7.76 3.94
241 168 124 69.9 46.1 19.8 12.8 7.60 3.84
212 160 111 64.3 43.0 19.1 12.0 7.50 3.73

560 358 273 164 97.5 42.1 24.5 16.2 8.51
540 349 270 161 96.9 40.7 24.4 16.1 8.21
509 346 268 151 95.1 38.9 24.1 16.0 8.11
512 345 265 146 93.4 38.0 23.9 15.8 7.90
468 340 246 140 88.1 36.9 23.1 15.6 7.70
425 322 223 131 82.8 35.8 22.4 15.4 7.40

UHR 75 - 12

23.0Kg (50.7 lbs)
Fully Charged at 25oC 0.0055 Ohm

3% of capacity declined per month at 25oC 
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Storage time: months

UHR 75 - 12

HIGH RATED

12V 75AH
UHR 75 - 12

HIGH RATED

12V 75AH

Terminal Type

Dimensions

Specifications

Constant Current Discharge Ratings - amperes at 25
o
C

Relationship of OCV and state of charge

Charge Characteristic

Self Discharge Characteristics

Discharge Characteristic 25
o
C

Constant Power Discharge Ratings - watts at 25
o
C

Construction


