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THE KEY

UL RANGE

UC RANGE

UCG RANGE

UHR RANGE

UXL RANGE

UFT RANGE

UZS RANGE
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12 Years
20HR (6.1A,1.75V) 10HR (12A,1.75V) 5HR (20A,1.75V) 1HR (75A,1.75V)

40oC 25oC 0oC -15oC
102%

Cycle Use
14.4-15V (-30mV/C), max. Current: 30A

Float Use
13.6-13.8V (-20mV/C)

100% 85% 65%

122AH 120AH 100AH 75AH
Length Width Height Total Height

406mm(16.0inch) 174mm(6.85inch) 208mm(8.19inch) 233mm(9.17inch)

420 288 210 126 79.2 32.8 22.9 12.7 6.32
378 263 204 122 79.1 32.6 22.7 12.5 6.30
359 253 197 120 78.8 32.6 22.7 12.4 6.30
319 234 186 118 78.0 32.4 22.5 12.2 6.27
288 217 178 114 77.0 32.2 22.3 12.0 6.05
218 179 154 105 76.2 32.2 22.2 11.8 5.92

692 478 372 238 156 62.9 43.8 25.5 12.6
656 472 368 233 151 62.9 43.8 25.1 12.6
613 460 362 227 147 62.9 43.8 24.9 12.6
571 430 341 221 146 61.9 43.3 24.4 12.5
512 400 320 215 143 61.1 42.6 24.0 12.1
410 331 280 197 142 60.8 42.0 23.6 11.9

UXL 120 - 12

38Kg (83.8 lbs)
Fully Charged at 25oC 0.0045 Ohm

3% of capacity declined per month at 25oC 

Storage time:months
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UXL 120 - 12

EXTENDED LIFE

12V 120AH
UXL 120 - 12

EXTENDED LIFE

12V 120AH

Terminal Type

Dimensions

Specifications

Constant Current Discharge Ratings - amperes at 25
o
C

Relationship of OCV and state of charge

Charge Characteristic

Self Discharge Characteristics

Discharge Characteristic 25
o
C

Constant Power Discharge Ratings - watts at 25
o
C

Construction


