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UL RANGE

UC RANGE

UCG RANGE

UHR RANGE

UXL RANGE

UFT RANGE

UZS RANGE
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15 Years
20HR (77A,1.75V) 10HR (150A,1.75V) 5HR (270A,1.75V) 1HR (960A,1.75V)

40oC 25oC 0oC -15oC
102%

Cycle Use
2.3-2.35V (-5mV/C), max. Current: 375A

Float Use
2.25-2.27V (-3.3mV/C)

100% 85% 65%

1540AH 1500AH 1350AH 960AH
Length Width Height Total Height

401mm(15.79inch) 350mm(13.78inch) 342mm(13.47inch) 378mm(14.88inch)

4050 3150 2550 1635 1035 472 308 159.0 80.6
3600 2910 2395 1590 1020 457 292 159.0 80.6
3300 2700 2250 1515 975 435 278 156.0 80.3
3030 2500 2128 1471 959 411 275 156.0 80.3
2680 2273 1948 1415 909 405 268 15.0 80.0
1980 1768 1597 1155 742 375 246 148.0 79.8

5720 4304 2876 2251 1470 720 528 290.0 145.0
5392 4055 2721 2139 1408 684 519 286.0 143.0
5054 3803 2563 2023 1343 659 507 279.0 140.0
4722 3552 2404 1906 1276 632 492 271.0 136.0
4390 3302 2244 1786 1206 608 468 257.0 129.0
4056 3052 2080 1666 1136 576 444 243.0 122.0

UXL 1500 - 2

100Kg (221 lbs)
Fully Charged at 25oC 0.00053 Ohm

3% of capacity declined per month at 25oC 

Storage time:months
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UXL 1500 - 2

EXTENDED LIFE

2V 1500AH
UXL 1500 - 2

EXTENDED LIFE

2V 150AH

Terminal Type

Dimensions

Specifications

Constant Current Discharge Ratings - amperes at 25
o
C

Relationship of OCV and state of charge

Charge Characteristic

Self Discharge Characteristics

Discharge Characteristic 25
o
C

Constant Power Discharge Ratings - watts at 25
o
C

Construction


