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THE KEY

UL RANGE

UC RANGE

UCG RANGE

UHR RANGE

UXL RANGE

UFT RANGE

UZS RANGE
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15 Years
20HR (102A,1.75V) 10HR (200A,1.75V) 5HR (347A,1.75V) 1HR (1295A,1.75V)

40oC 25oC 0oC -15oC
102%

Cycle Use
2.3-2.35V (-5mV/C), max. Current: 500A

Float Use
2.25-2.27V (-3.3mV/C)

100% 85% 65%

2040AH 2000AH 1735AH 1295AH
Length Width Height Total Height

490mm(19.29inch) 350mm(13.78inch) 342mm13.47inch) 378mm(14.88inch)

5400 4200 3400 2179 1380 630 410 212 110
4800 3880 3194 2120 1360 610 390 212 110
4400 3600 3000 2020 1300 580 370 210 109
4040 3333 2838 1961 1266 548 367 208 109
3570 3030 2597 1887 1212 541 357 200 106
2640 2357 2130 1540 990 510 328 189 103

6611 4971 3476 2726 1990 1026 645 355 178
6227 4682 3288 2590 1790 1000 633 348 174
5841 4392 3098 2450 1681 971 621 342 171
5453 4100 2906 2308 1586 930 608 335 168
5081 3820 2716 2168 1496 895 577 318 159
4708 3540 3526 2028 1406 860 546 301 150

UXL 2000 - 2

132Kg (291 lbs)
Fully Charged at 25oC 0.0005 Ohm

3% of capacity declined per month at 25oC 

Storage time:months
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UXL 2000 - 2

EXTENDED LIFE

2V 2000AH
UXL 2000 - 2

EXTENDED LIFE

2V 2000AH

Terminal Type

Dimensions

Specifications

Constant Current Discharge Ratings - amperes at 25
o
C

Relationship of OCV and state of charge

Charge Characteristic

Self Discharge Characteristics

Discharge Characteristic 25
o
C

Constant Power Discharge Ratings - watts at 25
o
C

Construction


