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THE KEY

UL RANGE

UC RANGE

UCG RANGE

UHR RANGE

UXL RANGE

UFT RANGE

UZS RANGE
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15 Years
20HR (31A,1.75V) 10HR (60A,1.75V) 5HR (101A,1.75V) 1HR (365A,1.75V)

40oC 25oC 0oC -15oC
102%

Cycle Use
2.3V - 2.35V (-5mV/oC), max. Current: 150A

Float Use
2.25 - 2.27V (-3.3mV/oC)

100% 85% 65%

620AH 600AH 505AH 365AH
Length Width Height Total Height
301mm 175mm 330mm 365mm

1620 1260 1020 654 414 189 123 63.6 32.5
1440 1164 960 636 408 183 117 63.6 32.5
1320 1080 900 606 390 174 111 63.0 32.2
1212 1000 854 588 380 165 110 62.6 31.8
1075 911 780 566 364 162 106 62.0 31.6
792 708 639 462 297 150 99 61.5 31.3

2542 1911 1424 1123 710 385 213 117.2 58.6
2394 1800 1347 1067 680 376 209 115.0 57.5
2260 1688 1269 1009 649 366 205 112.8 56.4
2110 1577 1191 951 617 355 201 110.6 55.3
1940 1467 1112 892 583 333 191 105.1 52.6
1088 1357 1033 833 550 311 181 99.6 50.0

UXL 600 - 2

42Kg
Fully Charged at 25oC 0.00063 Ohm

3% of capacity declined per month at 25oC 
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UXL 600 - 2
EXTENDED LIFE
2V 600AH

UXL 600 - 2
EXTENDED LIFE
2V 600AH

Terminal Type

Dimensions

Specifications

Constant Current Discharge Ratings - amperes at 25oC

Relationship of OCV and state of charge

Charge Characteristic

Self Discharge Characteristics

Discharge Characteristic 25oC

Constant Power Discharge Ratings - watts at 25oC

Construction


