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UL RANGE

UC RANGE

UCG RANGE

UHR RANGE

UXL RANGE

UFT RANGE

UZS RANGE
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15 Years
20HR (41A,1.75V) 10HR (80A,1.75V) 5HR (146A,1.75V) 1HR (516A,1.75V)

40oC 25oC 0oC -15oC
102%

Cycle Use
2.3-2.35V (-5mV/C), max. Current: 200A

Float Use
2.25-2.27V (-3.3mV/C)

100% 85% 65%

820AH 800AH 730AH 516AH
Length Width Height Total Height

410mm(16.14inch) 175mm(6.89inch) 330mm)13.0inch) 365mm(14.37inch)

2160 1680 1360 872 552 252 164 84.8 43.0
1920 1552 1280 861 544 244 156 84.8 43.0
1760 1440 1200 808 520 232 148 84.0 42.9
1618 1335 1135 785 507 220 147 83.5 42.7
1418 1210 1010 755 484 218 144 80.0 42.3
1056 944 852 616 396 200 131 75.5 42.0

3184 2394 1995 1497 936 439 303 167.0 83.5
3000 2255 1885 1422 896 428 298 164.0 82.0
2813 2115 1777 1346 855 416 292 161.0 80.5
2627 1975 1667 1267 812 404 286 157.0 78.5
2443 1837 1557 1189 769 380 271 149.0 74.5
2261 1698 1447 1111 726 356 256 141.0 70.5

UHR 800 - 2

57Kg (127 lbs)
Fully Charged at 25oC 0.0006 Ohm

3% of capacity declined per month at 25oC 

Storage time:months
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UXL 800 - 2

EXTENDED LIFE

2V 800AH
UXL 800 - 2

EXTENDED LIFE

2V 800AH

Terminal Type

Dimensions

Specifications

Constant Current Discharge Ratings - amperes at 25
o
C

Relationship of OCV and state of charge

Charge Characteristic

Self Discharge Characteristics

Discharge Characteristic 25
o
C

Constant Power Discharge Ratings - watts at 25
o
C

Construction


