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THE KEY

UL RANGE

UC RANGE

UCG RANGE

UHR RANGE

UXL RANGE

UFT RANGE

UZS RANGE
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305mm(12.02inch) 168mm(6.62inch)
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12 Years
20HR (4.6A,1.75V) 10HR (9A,1.75V) 5HR (15.3A,1.75V) 1HR (61A,1.75V)

40oC 25oC 0oC -15oC
102%

Cycle Use
14.4-15V (-30mV/C), max. Current: 22.5A

Float Use
13.6-13.8V (-20mV/C)

100% 85% 65%

92AH 90AH 76.5AH 61AH
Length Width Height Total Height

305mm(12.0inch) 168mm(6.62inch) 208mm(8.20inch) 212mm(8.35inch)

366 228 172 105 65.4 28.7 17.5 9.55 5.16
344 216 165 100 64.5 27.6 17.2 9.46 4.98
315 208 162 91.2 62.6 25.8 16.8 9.42 4.90
309 202 156 86.6 59.6 24.9 16.4 9.39 4.78
276 193 142 80.2 55.8 23.9 15.5 9.20 4.65
244 184 128 73.9 52.0 23.1 14.5 9.07 4.54

643 412 314 189 118 50.9 29.6 19.6 10.3
620 401 310 185 117 49.3 29.5 19.5 9.94
584 397 307 173 115 47.1 29.1 19.4 9.81
588 396 305 168 113 46.0 28.9 19.1 9.57
538 390 283 160 107 44.7 28.0 18.9 9.49
488 370 256 150 100 43.3 27.1 18.6 9.32

UXL 90 - 12

28.9Kg (63.7 lbs)
Fully Charged at 25oC 0.0052 Ohm

3% of capacity declined per month at 25oC 

Storage time:months
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UXL 90 - 12

EXTENDED LIFE

12V 90AH
UXL 90 - 12

EXTENDED LIFE

12V 90AH

Terminal Type

Dimensions

Specifications

Constant Current Discharge Ratings - amperes at 25
o
C

Relationship of OCV and state of charge

Charge Characteristic

Self Discharge Characteristics

Discharge Characteristic 25
o
C

Constant Power Discharge Ratings - watts at 25
o
C

Construction


